SPUL. S R.0.

Upinaci
sw sw Obj.cislo .y 0 5% 2
Prevedenie ro.zsah TLmm TDmm @ Cap @ telo D mm max.H RAL 7035 Obj. ClSI? RjilL Obj. .c;slv(-) RAL Balvne
@min-max mm ., 7001 Seda 9005 cierna Mmnozstvo
mm mm svetlo siva
mm
M12x1,5 2,0-5,0 8.0 12.000 15 15 42752 56.0 | BISP-1S BISP-0S BISP-2S 100
BISP-
M12x1,5  2,0-5,0 10.0 12.000 15 15 17.1 56.0 1SM BISP-OSM BISP-2SM 100
M12x1,5 2,0-5,0 15.0 12.000 15 15 17.1 56.0 BISP-1SL BISP-0SL BISP-2SL 100
M12x1,5  3,0-6,5 8.0 12.000 15 15 17.1 56.0 |\ BMSP-1S BMSP-0S BMSP-2S 100
BMSP-
M12x1,5 3,0-6,5 10.0 12.000 15 15 17.1 56.0 1SM BMSP-0SM BMSP-2SM 100
BMSP-
M12x1,5 3,0-6,5 15.0 12.000 15 15 17.1 56.0 1SL BMSP-0SL BMSP-2SL 100
M16x1,5 3,0-7,0 10.0 16.000 22 22 25.2 81.5  BISP-11 BISP-01 BISP-21 50
M16x1,5 3,0-7,0 15.0 16.000 22 22 25.2 81.5 BISP-11L BISP-01L BISP-21L 50
M16x1,5 5,0-10,0 10.0 16.000 22 22 25.2 81.5 BMSP-11 BMSP-01 BMSP-21 50
BMSP-
M16x1,5 5,0-10,0 15.0 16.000 22 22 25.2 81.5 11L BMSP-01L | BMSP-21L 50
M20x1,5  5,0-9,0 10.0 20.000 24 24 27.6 94.5 @ BISP-12 BISP-02 BISP-22 50
M20x1,5  5,0-9,0 15.0 20.000 24 24 27.6 94.5 |BISP-12L BISP-02L BISP-22L 50
M20x1,5 6,0-12,0 10.0 20.000 24 24 27.6 94,5 BMSP-12 BMSP-02 BMSP-22 50




Prevedenie

M20x1,5
M20x1,5
M20x1,5
M20x1,5
M20x1,5
M25x1,5
M25x1,5
M25x1,5
M25x1,5
NPT 3/8"
NPT 3/8"
NPT 1/2"
NPT 1/2"

NPT 1/2"

Upinaci
rozsah
@min-max
mm

6,0 -12,0

7,0-12,0

7,0-12,0

10,0 -
14,0
10,0 -
14,0

9,0-16,0

9,0-16,0

13,0 -
18,0
13,0 -
18,0

3,0-7,0

5,0-10,0

50-9,0

6,0-12,0

7,0-12,0

TL mm

15.0

10.0

15.0

10.0

15.0

10.0

15.0

10.0

15.0

15.0

15.0

15.0

15.0

15.0

TD mm

20.000

20.000

20.000

20.000

20.000

25.000

25.000

25.000

25.000

17.140

17.140

21.340

21.340

21.340

sw
Cap
mm

24

27

27

27

27

33

33

33

33

22

22

24

24

27

sw
telo
mm

24

27

27

27

27

33

33

33

33

22

22

24

24

27

D mm

27.6

31.0

31.0

31.0

31.0

38.0

38.0

38.0

38.0

25.3

25.3

27.6

27.6

31.0

max.H

94.5

106.5

106.5

106.5

106.5

117.0

117.0

117.0

117.0

80.5

80.5

94.5

94.5

106.0

Obj.cislo
RAL 7035
svetlo sivd

BMSP-
12L

BISP-13

BISP-14

BMSP-13

BMSP-14

BISP-15

BISP-16

BMSP-15

BMSP-16

BNSPA-
11R

BNSPA-
11

BNSPB-
12R

BNSPB-
12

BNSPC-
12R

Obj.cislo RAL = Obj.cislo RAL

7001 Seda

BMSP-02L

BISP-03

BISP-04

BMSP-03

BMSP-04

BISP-05

BISP-06

BMSP-05

BMSP-06

BNSPA-01R BNSPA-21R

BNSPA-01

BNSPB-02R BNSPB-22R

9005 Cierna

BMSP-22L

BISP-23

BISP-24

BMSP-23

BMSP-24

BISP-25

BISP-26

BMSP-25

BMSP-26

BNSPA-21

BNSPB-02 | BNSPB-22

BNSPC-02R BNSPC-22R

Balné
mnozstvo

50

50

50

50

50

25

25

25

25

50

50

50

50

50




Prevedenie

NPT 1/2"

NPT 3/4"

NPT 3/4"

PG 7
PG 7
PG 9
PG 9
PG 11
PG 11
PG 13,5
PG 13,5
PG 16
PG 16

PG 21

Upinaci
rozsah
@min-max
mm
10,0 -
14,0

9,0-16,0

13,0 -
18,0

2,0-50

3,0-6,5

2,0-6,0

4,0-8,0

3,0-7,0

5,0-10,0

50-90

6,0-12,0

7,0-12,0

10,0 -
14,0

9,0-16,0

TL mm

15.0

15.0

15.0

8.0

8.0

8.0

8.0

8.0

8.0

9.0

9.0

10.0

10.0

11.0

D mm

21.340

26.670

26.670

12.500

12.500

15.200

15.200

18.600

18.600

20.400

20.400

22.500

22.500

28.300

sw
Cap

27

33

33

15

15

19

19

22

22

24

24

27

27

33

sw
telo
mm

27

33

33

15

15

19

19

22

22

24

24

27

27

33

31.0

38.0

38.0

17.2

17.2

21.8

21.8

25.3

25.3

27.6

27.6

31.1

31.1

38.0

Obj.cislo
RAL 7035
svetlo siva

max.H
mm

BNSPC-
12
BNSPD-
13R

BNSPD-
13

106.0
117.0
117.0
56.0 BSRP-11
56.0 BSSP-11
69.0 BSRP-12
69.0 BSSP-12
82.5 BSRP-13
82.5 BSSP-13
94.0 BSRP-14
94.0 BSSP-14
106.0 BSRP-15
106.0 BSSP-15

117.0 BSRP-16

7001 Seda

BSRP-01

BSSP-01

BSRP-02

BSSP-02

BSRP-03

BSSP-03

BSRP-04

BSSP-04

BSRP-05

BSSP-05

BSRP-06

Obj.cislo RAL = Obj.cislo RAL
9005 cierna

BNSPC-02 A BNSPC-22

BNSPD-03R BNSPD-23R

BNSPD-03 | BNSPD-23

BSRP-21

BSSP-21

BSRP-22

BSSP-22

BSRP-23

BSSP-23

BSRP-24

BSSP-24

BSRP-25

BSSP-25

BSRP-26

Balné
mnozstvo

50

25

25

100

100

50

50

50

50

50

50

50

50

25




Prevedenie

PG 21

G 3/8"

G 3/8"

G 1/2"

G 1/2"

G 1/2"

G 1/2"

G 3/4"

Upinaci
rozsah
@min-max
mm
13,0 -
18,0

3,0-7,0

5,0-10,0

50-9,0

6,0-12,0

7,0-12,0

10,0 -
14,0

9,0-16,0

TL mm

11.0

11.0

11.0

10.0

10.0

11.0

11.0

12.0

D mm

28.300

16.662

16.662

20.955

20.955

20.955

20.955

26.441

sw
Cap

33

22

22

24

24

27

27

33

sw
telo
mm

33

22

22

24

24

27

27

33

D mm

38.0

25.3

25.3

27.6

27.6

31.0

31.0

38.0

max.H
mm

117.0

80.0

80.0

94.0

94.0

105.6

105.6

117.5

Obj.cislo
RAL 7035
svetlo siva

BSSP-16

BFSR-11

BFSP-11

BFSR-12

BFSP-12

BFSR-13

BFSP-13

BFSR-14

Obj.cislo RAL = Obj.cislo RAL

7001 Seda

BSSP-06

BFSR-01

BFSP-01

BFSR-02

BFSP-02

BFSR-03

BFSP-03

BFSR-04

9005 cierna

BSSP-26

BFSR-21

BFSP-21

BFSR-22

BFSP-22

BFSR-23

BFSP-23

BFSR-24

Balné
mnozstvo

25

50

50

50

50

50

50

25
















